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Environmental Protection Agency § 63.7800 

must be in compliance with this sub-
part no later than 2 years after it be-
comes a major source. 

(e) You must meet the notification 
and schedule requirements in § 63.7840. 
Several of these notifications must be 
submitted before the compliance date 
for your affected source. 

[68 FR 27663, May 20, 2003, as amended at 71 
FR 39585, July 13, 2006] 

EMISSION LIMITATIONS 

§ 63.7790 What emission limitations 
must I meet? 

(a) You must meet each emission 
limit and opacity limit in Table 1 to 
this subpart that applies to you. 

(b) You must meet each operating 
limit for capture systems and control 
devices in paragraphs (b)(1) through (3) 
of this section that applies to you. 

(1) You must operate each capture 
system applied to emissions from a sin-
ter plant discharge end or blast furnace 
casthouse or to secondary emissions 
from a BOPF at or above the lowest 
value or settings established for the op-
erating limits in your operation and 
maintenance plan; 

(2) For each venturi scrubber applied 
to meet any particulate emission limit 
in Table 1 to this subpart, you must 
maintain the hourly average pressure 
drop and scrubber water flow rate at or 
above the minimum levels established 
during the initial performance test. 

(3) For each electrostatic precipi-
tator applied to emissions from a 
BOPF, you must maintain the hourly 
average opacity of emissions exiting 
the control device at or below 10 per-
cent. 

(c) An owner or operator who uses an 
air pollution control device other than 
a baghouse, venturi scrubber, or elec-
trostatic precipitator must submit a 
description of the device; test results 
collected in accordance with § 63.7822 
verifying the performance of the device 
for reducing emissions of particulate 
matter to the atmosphere to the levels 
required by this subpart; a copy of the 
operation and maintenance plan re-
quired in § 63.7800(b); and appropriate 
operating parameters that will be mon-
itored to maintain continuous compli-
ance with the applicable emission limi-
tation(s). The monitoring plan identi-

fying the operating parameters to be 
monitored is subject to approval by the 
Administrator. 

(d) For each sinter plant, you must 
either: 

(1) Maintain the 30-day rolling aver-
age oil content of the feedstock at or 
below 0.02 percent; or 

(2) Maintain the 30-day rolling aver-
age of volatile organic compound emis-
sions from the windbox exhaust stream 
at or below 0.2 lb/ton of sinter. 

[68 FR 27663, May 20, 2003, as amended at 71 
FR 39585, July 13, 2006] 

OPERATION AND MAINTENANCE 
REQUIREMENTS 

§ 63.7800 What are my operation and 
maintenance requirements? 

(a) As required by § 63.6(e)(1)(i), you 
must always operate and maintain 
your affected source, including air pol-
lution control and monitoring equip-
ment, in a manner consistent with 
good air pollution control practices for 
minimizing emissions at least to the 
levels required by this subpart. 

(b) You must prepare and operate at 
all times according to a written oper-
ation and maintenance plan for each 
capture system or control device sub-
ject to an operating limit in § 63.7790(b). 
Each plan must address the elements 
in paragraphs (b)(1) through (7) of this 
section. 

(1) Monthly inspections of the equip-
ment that is important to the perform-
ance of the total capture system (e.g., 
pressure sensors, dampers, and damper 
switches). This inspection must include 
observations of the physical appear-
ance of the equipment (e.g., presence of 
holes in ductwork or hoods, flow con-
strictions caused by dents or accumu-
lated dust in the ductwork, and fan 
erosion). The operation and mainte-
nance plan also must include require-
ments to repair any defect or defi-
ciency in the capture system before the 
next scheduled inspection. 

(2) Preventative maintenance for 
each control device, including a pre-
ventative maintenance schedule that is 
consistent with the manufacturer’s in-
structions for routine and long-term 
maintenance. 
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